3950 Cyklon 5000

Approved to depth (m/f) 50 m

IP(bar/psi): 11,5 bar / 167 psi

Air: Yes

Trimix: Yes

EAN 40 ready: No

Oxygen (99,95%): No

Working pressure: 300 bar / 4350 psi

Built in anti freeze prote.: No

O-rings: Nitril/EPDM

EN738-1 Approved: No

NORSOK Approved: No

EN250 approved: Yes

Cold water approved: +4C [ 39,2F

Colour: Chrome

Technology: Diaphragm

Material: Brass, Stainless steel

Anti-freeze protected: No

Valve technology: Piston

Wheel mounted: Side

LP ports UNF 3/8: 4

HP port UNF 7/16: 2

Flow rate (I/min): 5100

02 clean: No

DIN G5/8: Yes

EN144-3 compatible: No

Separate yoke: Accessory

Zytel HP seat: No

Built in OPV: Yes

Colour: Black

Material: ASA
Stainless steel
Brass

Weight: (gr/Ib) 200/ 0.44

Volume (ml/cu inch) 60/ 3.66

Valve technology: Downstream

Flowrate (I/cuft per min) 1250/ 44

Oxygen cleaned: No

Servo assisted valve: No

OPV: Yes

Purge button on side: Yes

Swivelling: Yes

No up or down: Yes

Automatic Venturi assist: Yes



